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CU7005F  is High Purity lamellar copper with flake shape particles.  It is a pigment 
quality copper powder with good electrical conductivity and ability to blend with oil 
based and water based resins. 

 
 

TECHNICAL FEATURES 
 
 

Technical features: Typical analysis: Test method: 

Copper content: Min. 97 % Chem. analysis 

Grease content: Approx. 0.5 % Chem. analysis 

Residue on sieve 45 µm: Max. 1 % Acc. to DIN 66165 

Residue on sieve 75 µm: Traces Acc. to DIN 66165 

Apparent density: Approx. 1 g/cm³ 
Acc. to DIN EN ISO 

3923 part 1 

Mean particle diameter: Approx. 20 µm 
Laser granulometry Sympatec Helos 

 
 

 
TYPICAL APPLICATIONS 

 

 
Metallic Copper Pigment for decorative paints and inks. Gold leaf metallic powder, gilding, 
Conductive inks, pigment for plastics, Chemical technical applications, Lubricants, Contact materials,  
Technical plastics and compounds, Marine paints. 
 

 
PACKAGING 

 

 
Each pallet is 2000 lbs. We can ship 20 x 100-lb plastic pails or 4 x 500-lb (fiber or steel) drums on 
each pallet. Small quantities are available for research, education and arts.  
 
 

STORAGE AND PROCESSING 
 

The storage and transport should always take place in closed containers under cool and dry 
conditions. Shake or agitate before processing. Compression of powder occurs during storage and 
transportation.  
 
Shelf life: At least 6 months from the packaging/ purchase date.. 
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